SEHON®
HSM — Metal Cable Gland — Metric thread

C€ Rolls /P68

=

g Shell: Brass with Nickle plating

g Clamping ring: PA T
s Seal: NBR

IP rating: IP68 with specified mating threads and O-ring
Ambient temperature: —40C to 100C i
Working temperature: —40C to 100 in static state, or instantaneous © ;
up to 120C; -20C to 80C in dynamic state, or instantaneous up to 100C A‘G
Fire resistance: UL94-V2

P/N Thread Size Cab:lﬁi_skoo ﬁg rfr'; mHm éﬁ, Reference No. i?

mm mm
HSM.M12.A M12x1.5 3-6.5 12 6.5 19 14 90001001200 50
HSM.M12.8 M12x%x1.5 2-5 12 6.5 19 14 90001001210 50
HSM.M16.A M16x1.5 4-8 16 6 21 17/19 90001001600 50
HSM.M16.8B M16x1.5 2-6 16 6 21 17/19 90001001610 50
HSM.M16.C M16x%x1.5 5-10 16 6 22 20 90001001620 50
HSM.M18 M18x%1.5 5-10 18 6 22 20 90001001800 50
HSM.M20.A M20x%1.5 6-12 20 6 23 22 90001002000 50
HSM.M20.8 M20x 1.5 5-9 20 6 23 22 90001002010 50
HSM.M20.C M20x1.5 10-14 20 6 24 24 90001002020 50
HSM.M22 M22x%1.5 10-14 22 6 24 24 90001002200 50
HSM.M24. A M24x1.5 =12 24 6 24 27 90001002400 50
HSM.M24.8 M24x 1.5 10-14 24 6 24 27 90001002410 50
HSM.M25.A M25x%1.5 13-18 25 7 26 30 90001002500 20
HSM.M25.8 M25x%1.5 9-16 25 7 26 30 90001002510 20
HSM.M27.A M27x2.0 13-18 27 8 25 30 90001002700 20
HSM.M27.8 M27%2.0 9-16 27 8 26 30 90001002710 20
HSM.M30.A M30x%2.0 9-16 30 8 26 32 90001003000 20
HSM.M30.8B M30x%2.0 13-18 30 8 26 32 90001003010 20
HSM.M32.A M32x%1.5 18-25 32 8 31 40 90001003200 20
HSM.M32.8 M32x 1.5 13-20 32 8 31 40 90001003210 20
HSM.M32.C M32x1.5 15-21 32 8 33 36 90001003220 20
HSM.M33 M33x%2.0 18-25 33 8 34 40 90001003300 20
HSM.M36.A M36x%2.0 13-20 36 8 34 40 90001003600 20
HSM.M36.8 M36x2.0 18-25 36 8 34 40 90001003610 20
HSM.M40.A M40x1.5 22-32 40 8 37 50 90001004000 10
HSM.M40.8B M40x1.5 20—26 40 8 37 50 90001004010 10
HSM.M40.C M40x1.5 19-27 40 8 33 46 90001004020 10
HSM.M42 M42x=2.0 2282 42 8 40 50 90001004200 10
HSM.M48 M48x2.0 22-32 48 8 40 50 90001004800 10
HSM.M50.A M50x%1.5 32-38 50 9 37 57 90001005000 10
HSM.M50.8B M50x%1.5 25-31 50 9 37 57 90001005010 10
HSM.M56 M56x%2.0 32-38 56 9 42 60 90001005600 5\
HSM.M60 M60x%2.0 37-44 60 10 43 65 90001006000 5
HSM.M63.A M63x%1.5 37-44 63 10 38 64/68 90001006300 5
HSM.M63.8 M63x 1.5 29-35 63 10 38 64/68 90001006310 5
HSM.M64 M64x2.0 37-44 64 10 43 67 90001006400 5
028




HSM — Metal Cable Gland — PG thread

Shell: Brass with Nickle plating

Clamping ring: PA

Seal: NBR

IP rating: IP68 with specified mating threads and O-ring

Ambient temperature: —40C to 100°C

Working temperature: —40°C to 100C in static state, or instantaneous

up to 120C; -20C to 80C in dynamic state, or instantaneous up to 100C

Fire resistance: UL94-V2

SEHON®

C€ Rolls /P68

GL,

SwW

P/N Thread Size Ca%:fné oD ﬁﬁ nc;:‘n'; mHm Fq?n\], Reference No. i?
HSM.PG7.A PG7 3-6.5 12.5 5 19 14 90001010700 50
HSM.PG7.8 PG7 2-5 12,5 5 19 14 90001010710 50
HSM.PG9.A PG9 4-8 15.2 6 21 17 90001010900 50
HSM.PG9.B PG9 2-6 5.2 6 21 17 90001010910 50
HSM.PG11.A PG11 5-10 18.6 6 22 20 90001011100 50
HSM.PG11.B PG11 3-7 18.6 6 22 20 90001011110 50
HSM.PG13.5.A PG13.5 6-12 20.4 6.5 24 22 90001011300 50
HSM.PG13.5.8 PG13.5 5-9 20.4 6.5 24 22 90001011310 50
HSM.PG16.A PG16 10-14 22.5 6.5 23 24 90001011600 50
HSM.PG16.8 PG16 7-12 22.5 6.5 23 24 90001011610 50
HSM.PG21.A PG21 13-18 28.3 7 24 30 90001012100 20
HSM.PG21.8 PG21 9516 28.3 7 24 30 90001012110 20
HSM.PG29.A PG29 18-25 37 8 29 40 90001012900 20
HSM.PG29.8 PG29 13-20 37 8 29 40 90001012910 20
HSM.PG36.A PG36 22-32 47 8 35 50 90001013600 10
HSM.PG36.8 PG36 20-26 47 8 35 50 90001013610 10
HSM.PG42.A PG42 32-38 54 9 37 57 90001014200 10
HSM.PG42.8 PG42 25-31 54 9 37 57 90001014210 10
HSM.PG48.A PG48 37-44 59.3 10 38 64 90001014800 5
HSM.PG48.8 PG48 29-35 59.3 10 38 64 90001014810 5

Recommended accessories:

0 O

P93 P112

029

Metal Cable Gland




SEHON®
HSM — Metal Cable Gland — NPT thread

C€ Rolls /P68

=
g Shell: Brass with Nickle plating
g Clamping ring: PA T
s Seal: NBR
|P rating: IP68 with specified mating threads and O-ring
Ambient temperature: —40C to 100C A
Working temperature: —=40C to 100C in static state, or instantaneous © ;
up to 120C; -20C to 80C in dynamic state, or instantaneous up to 100C AG
Fire resistance: UL94-V2
. isk -* PO
P/N Thread Size Cable 0D G o H SW Reference No. R
HSM.NPT1/4 NPT 1/4" 3-6.5 13.6 7 19 14 90001030300 50
HSM.NPT3/8 NPT 3/8" 4-8 17 8 19 18 90001030400 50
HSM.NPT1/2 NPT 1/2" 6-12 21.2 8 22 22 90001030500 50
HSM.NPT3/4 NPT 3/4" 13-18 26.5 9 25 30 90001030600 50
HSM.NPT1 NPT 1" 18-25 33.2 11 29 40 90001030700 20
HSM.NPT1.1/4 NPT 1-1/4" 25658} 41.9 18 85 50 90001030800 10
HSM.NPT1.1/2 NPT 1-1/2" 32-38 48 14 37 57 90001030900 10
HSM.NPT2 NPT 2" 37-44 60 14 38 64 90001031000 5

Recommended accessories:

O O

P94 P112

030




SEHON®

HSM — Metal Cable Gland — G Type thread

C€ Rolls /P68

Shell: Brass with Nickle plating swW
Clamping ring: PA T
Seal: NBR

IP rating: IP68 with specified mating threads and O-ring

Metal Cable Gland

Ambient temperature: —40C to 100C i
Working temperature: —40C to 100°C in static state, or instantaneous © ;
up to 120C; —20°C to 80C in dynamic state, or instantaneous up to 100C A‘G
Fire resistance: UL94-V2

P/N Thread Size CaE)anOD ﬁg Sr';] mHm né?n\q/ Reference No. i}
HSM.G1/4 G1/4" 3-6.5 13.1 7 19 14 90001020200 50
HSM.G3/8 G3/8" 4-8 16.6 8 19 18 90001020300 50
HSM.G1/2 Gt1/2" 6-12 20.9 8 22 22 90001020400 50
HSM.G3/4 G3/4" 13-18 26.4 9 25 30 90001020600 50
HSM.G1 G1" 18-25 33.2 11 29 40 90001020800 20
HSM.G1.1/4 G1-1/4" 25-33 41.9 13 35 50 90001021000 10
HSM.G1.1/2 G1-1/2" 32-38 47.8 14 37 57 90001021200 10
HSM.G2 G2" 37-44 59.6 14 38 64 90001021400 5

Recommended accessories:

O O

P95 P112

031




SEHON®
HSM — Metal Cable Gland — Metric thread Lengthen Type

C€ Rolls /P68

=

g Shell: Brass with Nickle plating

> Clamping ring: PA T
s Seal: NBR

|P rating: IP68 with specified mating threads and O-ring
Ambient temperature: —40C to 100C i
Working temperature: =40C to 100C in static state, or instantaneous © ;
up to 120C; -20C to 80T in dynamic state, or instantaneous up to 100C ‘ AG
Fire resistance: UL94-V2
P/N Thread Size Cab:{gkOD ﬁg Sr';] mHm s%v Reference No. if
mm mm
HSM.L.M12.A M12x1.5 3-6.5 12 10 19 14 90001101200 50
HSM.L.M12.B M12x1.5 2=5 12 10 19 14 90001101210 50
HSM.L.M16.A M16x1.5 4-8 16 10 21 17/19 90001101600 50
HSM.L.M16.B M16x1.5 2-6 16 10 2 17/19 90001101610 50
HSM.L.M16.C M16x1.5 5-10 16 10 22 20 90001101620 50
HSM.L.M18 M18x 1.5 5-10 18 10 22 20 90001101800 50
HSM.L.M20.A M20x 1.5 6-12 20 10 23 22 90001102000 50
HSM.L.M20.B M20x 1.5 5-9 20 10 23 22 90001102010 50
HSM.L.M20.C M20x 1.5 10-14 20 10 24 24 90001102020 50
HSM.L.M22 M22x 1.5 10-14 224 10 24 24 90001102200 50
HSM.L.M24.A M24x 1.5 7-12 24 10 24 27 90001102400 50
HSM.L.M24.8 M24x1.5 10-14 24 10 24 27 90001102410 50
HSM.L.M25.A M25x%x 1.5 13-18 25 12 26 30 90001102500 20
HSM.L.M25.8 M25x%x1.5 9-16 25 12 26 30 90001102510 20
HSM.L.M27.A M27%x2.0 13-18 27 12 25 30 90001102700 20
HSM.L.M27.8 M27x2.0 9-16 27 12 26 30 90001102710 20
HSM.L.M30.A M30x2.0 9-16 30 12 26 32 90001103000 20
HSM.L.M30.8 M30x2.0 13-18 30 12 26 32 90001103010 20
HSM.L.M32.A M32x 1.5 18-25 32 12 31 40 90001103200 20
HSM.L.M32.8 M32x1.5 13-20 32 12 31 40 90001103210 20
HSM.L.M32.C M32x 1.5 15-21 32 12 37 36 90001103220 20
HSM.L.M33 M33x%x2.0 18-25 33 12 34 40 90001103300 20
HSM.L.M36.A M36x2.0 13-20 36 12 34 40 90001103600 20
HSM.L.M36.8 M36x2.0 1625 36 12 34 40 90001103610 20
HSM.L.M40.A M40x 1.5 22-32 40 15 37 50 90001104000 10
HSM.L.M40.8 M40x1.5 20-26 40 15 37 50 90001104010 10
HSM.L.M40.C M40x 1.5 19-27 40 15 37 46 90001104020 10
HSM.L.M42 M42x2.0 22-32 42 15 40 50 90001104200 10
HSM.L.M48 M48x2.0 22-32 48 15 40 50 90001104800 10
HSM.L.M50.A M50x% 1.5 32-38 50 15 37 57 90001105000 10
HSM.L.M50.B M50x% 1.5 25-31 50 15 37 57 90001105010 10
HSM.L.M56 M56x%2.0 32-38 56 15 42 60 90001105600 10
HSM.L.M60 M60x2.0 37-44 60 15 43 65 90001106000 10
HSM.L.MB3.A M63x 1.5 37-44 63 15 38 64/68 90001106300 5
HSM.L.M6E3.B M63x 1.5 29-35 63 15 38 64/68 90001106310 5
HSM.L.M64 M64x2.0 37-44 64 15 43 67 90001106400 5]
032




HSM — Metal Cable Gland — PG thread Lengthen Type

Shell: Brass with Nickle plating

Clamping ring: PA

Seal: NBR

I[P rating: IP68 with specified mating threads and O-ring
Ambient temperature: —40C to 100

Working temperature: =40C to 100C in static state, or instantaneous
up to 120C: -20C to 80T in dynamic state, or instantaneous up to 100C

Fire resistance: UL94-V2

SEHON®

C€ Rolls /P68

GL,

SW

P/N Thread Size Ca%féOD ﬁg Srlﬁ mHm rsn?r\{ Reference No. if
HSM.L.PG7.A PG7 3-6.5 12.5 10 19 14 90001110700 50
HSM.L.PG7.8 PG7 2-5 25 10 19 14 90001110710 50
HSM.L.PG9.A PG9 4-8 15.2 10 21 17 90001110900 50
HSM.L.PG9.B PG9 2-6 15.2 10 21 17 90001110910 50
HSM.L.PG11.A PG11 5-10 18.6 10 22 20 90001111100 50
HSM.L.PG11.B PG11 3-7 18.6 10 22 20 90001111110 50
HSM.L.PG13.5.A PG13.5 6-12 20.4 10 24 22 90001111300 50
HSM.L.PG13.5.B PG13.5 6559 20.4 10 24 22 90001111310 50
HSM.L.PG16.A PG16 10-14 22.5 10 23 24 90001111600 50
HSM.L.PG16.8 PG16 7-12 22.5 10 23 24 90001111610 50
HSM.L.PG21.A PG21 13-18 28.3 12 24 30 90001112100 20
HSM.L.PG21.B PG21 9-16 28.3 12 24 30 90001112110 20
HSM.L.PG29.A PG29 18-25 37 12 29 40 90001112900 20
HSM.L.PG29.8 PG29 13-20 37 12 29 40 90001112910 20
HSM.L.PG36.A PG36 22-32 47 15 35 50 90001113600 10
HSM.L.PG36.8 PG36 20-26 47 15 35 50 90001113610 10
HSM.L.PG42.A PG42 32-38 54 15 37 57 90001114200 10
HSM.L.PG42.B PG42 25-31 54 15 37 57 90001114210 10
HSM.L.PG48.A PG48 37-44 59.3 15 38 64 90001114800 5
HSM.L.PG48.8 PG48 29-35 59.3 15 38 64 90001114810 5

Recommended accessories:

O O

P93 P112

033

Metal Cable Gland




SEHON®
HSM — Metal Cable Glands—Metric thread Multiple—entry Type

C€ Rolis /P68

=
& N
Q Shell: Brass with Nickle plating
= . .
2 Clamping ring: PA -
‘é’ Seal: NBR
IP rating: IP65 (up to IP68 only when wire size = Mounting hole size)
Ambient temperature: —40C to 100C s
Working temperature: —40C to 100T in static state, or instantaneous Q ; j
up to 120C; -20C to 80T in dynamic state, or instantaneous up to 100C AG
Fire resistance: UL94-V2
No. of > ¥
: AG GL H y ¢
P/N Thread Size  Cablesxcabled - e mm SW ReferenceNo. ¢
HSM.MU.M16.A M16x1.5 4x1.4 16.0 6 21 17/19 90001201600 50
HSM.MU.M20.A M20x1.5 6x3 20.0 6 23 22 90001202000 50
HSM.MU.M20.8 M20x1.5 2%x5 20.0 6 23 22 90001202010 50
HSM.MU.M20.C M20x1.5 3x4 20.0 6 23 22 90001202020 50
HSM.MU.M25.A M25x%x1.5 4%x6 25.0 7 26 30 90001202500 20
HSM.MU.M25.8 M25x%x1.5 3x7 25.0 7 26 30 90001202510 20
HSM.MU.M32.A M32x1.5 10x6 32.0 8 31 40 90001203200 20
HSM.MU.M32.8 M32x1.5 4x9 32.0 8 31 40 90001203210 20
HSM.MU.M32.C M32x1.5 6%X6.5 32.0 8 31 40 90001203220 20
HSM.MU.M40.A M40x1.5 9x7 40.0 8 37 50 90001204000 10
HSM.MU.M40.8 M40x1.5 2%x15 40.0 8 37 50 90001204010 10
HSM.MU.M40.C M40x1.5 3%x10 40.0 8 37 50 90001204020 10
HSM.MU.M50.A M50x%1.5 4x12 50.0 9 37 57 90001205000 10
HSM.MU.M50.8 M50x%1.5 3x15 50.0 9 37 57 90001205010 10
HSM.MU.M63.A M63x1.5 6x12 63.0 10 38 64/68 90001206300 5
HSM.MU.M63.8 M63x1.5 3x18 63.0 10 38 64/68 90001206310 5
Recommended accessories:
\
P92 P112
034




SEH®N®

HSM — Metal Cable Glands—PG thread Multiple—entry Type

C€ Rolls /P68

Shell: Brass with Nickle plating

Clamping ring: PA

Seal: NBR

IP rating: IP65 (up to IP68 only when wire size = Mounting hole size)
Ambient temperature: —40C to 100C

Working temperature: —40C to 100T in static state, or instantaneous
up to 120°C; -20C to 80T in dynamic state, or instantaneous up to 100C

Fire resistance: UL94-V2

GL,

P/N Thread Size Cabl%%’nglw Qrcn; ncfr';q mHm %?TY Reference No. i}
HSM.MU.PG9.A PG9 4x1.4 15.2 6 21 17 90001210900 50
HSM.MU.PG11.A PG11 2x4 18.6 6 22 20 90001211100 50
HSM.MU.PG11.8B PG11 3x3 18.6 6 22 20 90001211110 50
HSM.MU.PG13.5.A PG13.5 3x4 20.4 6.5 24 22 90001211300 50
HSM.MU.PG13.5.8 PG13.5 2x5 20.4 6.5 24 22 90001211310 50
HSM.MU.PG13.5.C PG13.5 6x3 20.4 6.5 24 22 90001211320 50
HSM.MU.PG16.A PG16 4x4 22.5 6.5 23 24 90001211600 50
HSM.MU.PG16.8 PG16 6x4 22.5 6.5 23 24 90001211610 50
HSM.MU.PG16.C PG16 2x6 22.5 6.5 23 24 90001211620 50
HSM.MU.PG16.D PG16 7x3 22.5 6.5 23 24 90001211630 50
HSM.MU.PG21.A PG21 4x6 28.3 7 24 30 90001212100 20
HSM.MU.PG21.8 PG21 3x7 28.3 7 24 30 90001212110 20
HSM.MU.PG29.A PG29 6x6.5 37 8 29 40 90001212900 20
HSM.MU.PG29.8 PG29 4x9 37 8 29 40 90001212910 20
HSM.MU.PG29.C PG29 10x6 37 8 29 40 90001212920 20
HSM.MU.PG36.A PG36 9x7 47 8 35 50 90001213600 10
HSM.MU.PG36.8 PG36 2x15 47 8 35 50 90001213610 10
HSM.MU.PG36.C PG36 3x10 47 8 35 50 90001213620 10
HSM.MU.PG42.A PG42 4x12 54 9 37 57 90001214200 10
HSM.MU.PG42.8 PG42 3x15 54 9 37 57 90001214210 10
HSM.MU.PG48.A PG48 6x12 59.3 10 38 64 90001214800 5
HSM.MU.PG48.8 PG48 3x18 59.3 10 38 64 90001214810 5

Recommended accessories:

035

SW

Metal Cable Gland




SEHON®
HSM — Metal Cable Gland— Metric thread Flat—entry Type

2 @ 0

C€ Rolis /P68

Shell: Brass with Nickle plating

Clamping ring: PA

Seal: NBR

IP rating: IP65 (up to IP68 only when wire size = Mounting hole size)
Ambient temperature: —40C to 100C

Working temperature: —=40C to 100C in static state, or instantaneous
up to 120C; —20C to 80T in dynamic state, or instantaneous up to 100C

Fire resistance: UL94-V2

puejgajqe) e

P/N Thread Size  Length X Width  AG =L o ér:}n\{ ReferenceNo. R
HSM.FL.M20 M20x1.5 12x7 20 6 23 22 90001302000 50
HSM.FL.M25.A M25x1.5 14x7 25.0 7 26 30 90001302500 20
HSM.FL.M25.B M25x1.5 14%6 25.0 7 26 30 90001302510 20
HSM.FL.M32 M32x1.5 22x%8 32.0 8 31 40 90001303200 20
HSM.FL.M40.A M40x1.5 30.5%x12 40.0 8 37 50 90001304000 10
HSM.FL.M40.8 M40x 1.5 31x7.5 40.0 8 37 50 90001304010 10
HSM.FL.M40.C M40x1.5 28.5x10 40.0 8 37 50 90001304020 10
HSM.FL.M50 M50x1.5 33.5x11.5 50.0 9 37 57 90001305000 10
HSM.FL.M63 M63x 1.5 38x12 63.0 10 38 64/68 90001306300 5

Recommended accessories:

O O

P92 P112

036




HSM — Metal Cable Gland— PG thread Flat—entry Type

Shell: Brass with Nickle plating

Clamping ring: PA

Seal: NBR

IP rating: IP65 (up to IP68 only when wire size = Mounting hole size)
Ambient temperature: —40C to 100°C

Working temperature: —40C to 100C in static state, or instantaneous
up to 120C; -20C to 80C in dynamic state, or instantaneous up to 100C

Fire resistance: UL94-V2

SEH®N®

C€ Rolls /P68

SW

Metal Cable Gland

P/N Thread Size  Length X width /G L sk ﬁ:}n\/ ReferenceNo. g
HSM.FL.PG13.5 PG13.5 12%x7 20.4 6I5 24 22 90001311300 50
HSM.FL.PG21.A PG21 14x7 28.3 7 24 30 90001312100 20
HSM.FL.PG21.B PG21 14x6 28.3 7 24 30 90001312110 20
HSM.FL.PG29 PG29 22%x8 37 8 29 40 90001312900 20
HSM.FL.PG36.A PG36 30.5%x12 47 8 35 50 90001313600 10
HSM.FL.PG36.B PG36 31x7.5 47 8 35 50 90001313610 10
HSM.FL.PG36.C PG36 28.5%10 47 8 35 50 90001313620 10
HSM.FL.PG42 PG42 33.5%11.5 54 9 37 57 90001314200 10
HSM.FL.PG48 PG48 38x12 59.3 10 38 64 90001314800 5

Recommended accessories:

O O

P93 P112

037




SEHON®
HSM — Metal Cable Gland with Bending protection— Metric thread

C€ Rolls /P68

puejgajqe) e

I
Shell: Brass with Nickle plating
Clamping ring: PA
Seal: NBR |
Bending protection spring: Stainless steel 5\;
IP rating: IP68 with specified mating threads and O-ring 3 \li I )
Working temperature: —40C to 100C in static state, or instantaneous IS \ I —

up to 120C; -20°C to 80T in dynamic state, or instantaneous up to 100C AG
Fire resistance: UL84-V2

P/N Thread Size Cabil:aer:OD as & H é?n\{ Reference No. if
HSM.F.M12.A M12x1.5 3-6.5 12 6.5 55 14 90001401200 50
HSM.F.M12.B M12x1.5 2-5 12 6.5 55 14 90001401210 50
HSM.F.M16.A M16x1.5 4-8 16 6 66 19 90001401600 50
HSM.F.M16.8 M16x1.5 2-6 16 6 66 19 90001401610 50
HSM.F.M16.C M16x1.5 5-10 16 6 7 20 90001401620 50
HSM.F.M16.D M16x1.5 3-7 16 6 7 20 90001401630 50
HSM.F.M20.A M20x1.5 6-12 20 6 88 22 90001402000 50
HSM.F.M20.8 M20x1.5 & 20 6 88 22 90001402010 50
HSM.F.M20.C M20x 1.5 10-14 20 6 98 24 90001402020 50
HSM.F.M20.D M20x1.5 &2 20 6 98 24 90001402030 50
HSM.F.M25.A M25x1.5 13-18 25 7 1 30 90001402500 20
HSM.F.M25.8 M25%1.5 9-16 25 7 11 30 90001402510 20

Recommended accessories:

0 O

P92 P112

038




SEHON®
HSM — Metal Cable Gland with Bending protection— PG thread

C€ Rolls /P68

%X 1

il

i

R

il
I

)

Shell: Brass with Nickle plating =
Clamping ring: PA ;/H —
Seal: NBR 74 I E
Bending protection spring: Stainless steel 'E‘;‘ ]
IP rating: IP68 with specified mating threads and O-ring _T* T
Working temperature: —40C to 100C in static state, or instantaneous o, @ /]

up to 120C; -20°C to 80T in dynamic state, or instantaneous up to 100C AG
Fire resistance: UL84-V2

P/N Thread Size Ca%?né oD ﬁﬁ Sr';] mHm %‘?n\q/ ReferenceNo. {&
HSM.F.PG7.A PG7 3-6.5 12.5 3 55 14 90001410700 50
HSM.F.PG7.8 PG7 2= 12.5 5) 5§ 14 90001410710 50
HSM.F.PG9.A PG9 4-8 15.2 6 66 17 90001410900 50
HSM.F.PG9.B PG9 2—6 15.2 6 66 17 90001410910 50
HSM.F.PG11.A PG11 5-10 18.6 6 77 20 90001411100 50
HSM.F.PG11.B PG11 3-7 18.6 6 77 20 90001411110 50
HSM.F.PG13.5.A PG13.5 6-12 20.4 6.5 88 22 90001411300 50
HSM.F.PG13.5.B PG13.5 =9 20.4 6.5 88 22 90001411310 50
HSM.F.PG16.A PG16 10-14 22.5 6.5 98 24 90001411600 50
HSM.F.PG16.B PG16 A2 22.5 6.5 98 24 90001411610 50
HSM.F.PG21.A PG21 13-18 28.3 7 111 30 90001412100 20
HSM.F.PG21.8 PG21 9-16 28.3 7 111 30 90001412110 20

Recommended accessories:

0 O
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SEHON®

DHSM — Metal Cable Gland — Metric thread—Double—lock Type

V——

Shell: Brass with Nickle plating

Clamping ring: PA

Seal: NBR

IP rating: IP68 with specified mating threads and O-ring
Ambient temperature: —40C to 100C

Working temperature: =40 to 100C in static state, or instantaneous
up to 120C; -20C to 80T in dynamic state, or instantaneous up to 100C

C€ Rolls /P68

=

3

AG
Fire resistance: UL94-V2
P/N Thread Size Cablgnfoo Qg Sn'; mHm né?%’ Reference No. if
DHSM.M12 M12x1.5 3-6.5 12 6.5 26 14 90001601200 50
DHSM.M16.A M16x1.5 4-8 16 6 28 17/19 90001601600 50
DHSM.M16.8B M16x1.5 6-10 16 6 30 20 90001601610 50
DHSM.M20.A M20x1.5 6-12 20 6 33 22 90001602000 50
DHSM.M20.8B M20x1.5 10-14 20 6 33 24 90001602010 50
DHSM.M25 M25x1.5 13-18 25 7 37 30 90001602500 20
DHSM.M32 M32x1.5 18-25 32 8 43 40 90001603200 20
DHSM.M40 M40x1.5 22-32 40 8 50 50 90001604000 10
DHSM.M50.A M50x%1.5 32-38 50 9 51 57 90001605000 10
DHSM.M50.8B M50%1.5 25-31 50 9 51 57 90001605010 10
DHSM.M63.A M63x1.5 37-44 63 10 52 64/68 90001606300 5
DHSM.M63.8B M63x1.5 29-35 63 10 52 64/68 90001606310 5

Recommended accessories:
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SEHON®

DHSM — Metal Cable Gland — PG thread —Double—lock Type
C€ Rolis IP68

Shell: Brass with Nickle plating
Clamping ring: PA

Seal: NBR

IP rating: IP68 with specified mating threads and O-ring

Ambient temperature: —40C to 100C

Working temperature: —40C to 100T in static state, or instantaneous

up to 120°C; -20C to 80T in dynamic state, or instantaneous up to 100C
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AG
Fire resistance: UL94-V2

P/N Thread Size Cagnf%:OD ﬁﬁ rff‘r';] mHm né?rr\{ Reference No. i?
DHSM.PG7 PG7 3-6.5 12.5 5 26 14 90001610700 50
DHSM.PG9 PG9 4-8 5.2 6 28 17 9000161090 0 50
DHSM.PG11 PG11 6-10 18.6 6 30 20 90001611100 50
DHSM.PG13.5 PG13.5 6-12 20.4 6.5 33 22 90001611300 50
DHSM.PG16 PG16 10-14 22.5 6.5 33 24 90001611600 50
DHSM.PG21 PG21 13-18 28.3 7 37 30 90001612100 20
DHSM.PG29 PG29 18-25 37 8 43 40 90001612900 20
DHSM.PG36 PG36 22-36 47 8 50 50 90001613600 10
DHSM.PG42.A PG42 32-38 54 9 51 57 90001614200 10
DHSM.PG42.8 PG42 25-31 54 9 51 57 90001614210 10
DHSM.PG48.A PG48 37-44 59.3 10 52 64 90001614800 5
DHSM.PG48.8 PG48 29-35 59.3 10 51 64 90001614810 5

Recommended accessories:

041

SW

Metal Cable Gland




SEHON®
DHSM — Metal Cable Gland — NPT thread—Double—lock Type

C€ Rolls /P68

Shell: Brass with Nickle plating
Clamping ring: PA T sw
Seal: NBR
|P rating: IP68 with specified mating threads and O-ring ‘
Ambient temperature: —40C to 100C

4
Working temperature: —40C to 100C in static state, or instantaneous OI j
up to 120C; —20C to 80C in dynamic state, or instantaneous up to 100C !
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AG
Fire resistance: UL94-V2

P/N Thread Size CablznfOD Qg Sr';] mHm %#n\], Reference No. i?
DHSM.NPT3/8 NPT 3/8" 4-8 17 15 28 17/19 90001630400 50
DHSM.NPT1/2 NPT 1/2" 7-12 21.2 13 33 22/24 90001630500 50
DHSM.NPT3/4 NPT 3/4" 13-18 26.5 13 37 30 90001630600 20
DHSM.NPT1 NPT 1" 18-25 33.2 19 43 40 90001630700 20

Recommended accessories:
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