M23X Series Connector

Newly Upgraded Power & Signal connectors

© Rotatable design for angled housing

WEIPU|P25

® Ip67 rating

Features:

Easy and Reliable installation
Removable Earthing structure
330° rotatable design for Angled connector

Crimp Termination (pin/contact removable)

eRemovable Earthing structure

o With Shielding function

® M23X for power

Material and spec

Shell material

Zinc alloy with nickel plating

Contact material

Brass with gold plating

Insert material PA66
Insulation resistance >10"mQ
Termination Crimp
Temperature range -40C~+125C
Mating cycle 1000
1:4.5-8mm

Cable outer diameter range 11: 8-13mm

1 12-15mm
IP rating 1P67
Coupling Threaded coupling
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M23X for power contact arrangement and spec
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M23X contact spec

8A Crimp contact

8A Male crimp contact

5
N 0.08-0.5mm’ AWG 28-20 4.5mm YJ1-20-0.5AU CTW-0.14/4
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* Material: Brass with gold plating = g 0.25-1.0mm? AWG 23-17 4.5mm YJ1-20-1.0AU CTW-0.14/4
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@ 0.08-0.5mm*> AWG 28-10 4.5mm YK1-14-0.5AU CTW-0.14/4

0.25-1.0mm? AWG 23-17 4.5mm YK1-14-1.0AU CTW-0.14/4

28A Crimp

28A Male crimp contact

. . 0.08-0.5mm?> AWG 28-20 7.5 YJ2-25.5-0.5AU CTW-0.14/4

3 Material: Brass with gold plating mm mm
1-2.5mm? AWG 18-13 7.5mm YJ2-25.5-2.5AU CTW-0.14/4
— R 2.5-4mm?  AWG 13-12 7.5mm YJ2-25.5-4.0AU CTW-0.14/4

m 28A Female crimp contact

m 0.08-0.5mm? AWG 28-20 7.5mm YK2-25-0.5AU CTW-0.14/4
1-2.5mm? AWG 18-13 7.5mm YK2-25-2.5AU CTW-0.14/4
2.5-4mm? AWG 13-12 7.5mm YK2-25-4.0AU CTW-0.14/4

Crimp tool

For crimping the male / female
contacts

CTW-0.14/4 0.14-4mmz  AWG 25-11
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