SF24 Series

Male contact

1: solder, 2: screw, 3: crim)
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LSF2410 /P__~_ SF2410/S __-=L
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Cable connector
Mate with SF2411, SF2412, SF2413, Sf2415

Cable outer diameter range:
10-14mm
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Female contact
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Cable outer diameter range

In-line cable connector
Mate with SF2410

SF2412/P _—-_ SF2412/S_-_

L 1: solder, 2: screw, 3: crimp

Rear-nut mount
Mate with SF2410

Number of contact
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Square flange
Mate with SF2410

L SF2413/P _~_ SF2413/S_-_

Front-nut mount
Mate with SF2410
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L SF2415/P _—_ SF2415/S_—_
Solder contact spec

Male contact face view

Rated current (A) 25 25 25 255 10
Contact diameter(mm) 025X2  ©25X3  025X4 N0, o15X10  o15x12  21X8 21X19
Rated voltage (AC.V) 500 500 500 500 500 500 500 400
Test voltage(AC.V) 1 min 1500 1500 1500 1500 1500 1500 1500 1200
Contact resistance () 1 1 1 S 25 2.5 2 5
Insulaton resistance(M0) 2000 2000 2000 2000 2000 2000 2000 2000
Wire size i/ AWG) <4/12 <ammz <aj1z SO7518 <isie <1516 /18 <0.75/18

Screw contact spec

Male contact face view

()

Rated current (A) 10 10 10
Contact diameter(mm) 22.5X2 22.5X3 @2.5X4
Rated voltage (AC.V) 500 500 500
Test voltage(AC.V) | min 1500 1500 1500
Contact resistance (MQ) 1 1 1
_— . Min: 0.5/20 Min: 0.5/20 Min:0.5/20
Wil / AVE) Max:1.5/15 Max:1.5/15 Max:1.5/15
Crimp contact spec
‘WK24, SA24, SY25, SP25 4 5 9 12
‘WS24, WF24, WY24 ,SF24
Male contact face view @ @ @
Rated current (A) 25 25 10 5
Contact diameter(mm) 22.5X4 @2.5X5 21.5X9 21X12
Rated voltage (AC.V) 500 500 500 400
Test voltage(AC.V) 1 min 1500 1500 1500 1200
Contact resistance(mQ) 1 1 2.5 5
Insulation resistance (MQ) 2000 2000 2000 2000




